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REV. DESCRIPTION DRAWN CHECKED APPROVED
A NEW RELEASE JLZ 08/04/18 Y
NOTES:
_(N=1)*1.5£0.25 1. CHARACTERISTICS:
15401 505 1.1 CONTACT RESISTANCE: 20mQ Max.
1.2 DIELECTRIC WITHSTANDING VOLTAGE: 500V AC(rms)
. M 0o FOR 1 MINUTE.
|_| h 1.3 INSULATION RESISTANCE: 500MQ Min.
1.4 CURRENT RATING: 1A.
5 2. ENVIRONMENT CHARACTERISTICS:
ol o 2.1 TEMPERATURE: —25C~+85'C.
0 |:| |:| 3. MATERIALS
3.1 CONTACT MATERIAL: COPPER ALLOY.
3.2 CONTACT PLATING: TIN.
3.3 INSULATOR MATERIALS: HIGH TEMP, NATURAL.
4. PRODUCT NUMBER CODE:
(N+2)*1.5£0.3 DS1147-08 — X X X X X 0 X X
‘ ‘ L CONTACT TYPE
= = B: HORIZONTAL TYPE
a9 0O 0 0 0 O PACKING TYPE
) B: TUBE
R: TAPE ON REEL
HOUSING COLOR
N=No. OF CONTACTS V: IVORY
" CONTACT PLATING
(N=1)*1.50 6: FULL TIN
1.5 MOUNTING TYPE
1 ‘ | S: SMT TYPE
tj o il o o F F. CONNECTOR TYPE
M: MALE
(44 = & = = No.OF CONTACTS
1.5 & 02~15
| | SR
:[: | #
o |
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GENERAL TOLERANCE| ANGLE TOLERANCE | PROJECTION @-g- TITLE
RECOMMEND PCB LAYOUT(TOLERANCE=:+0.05) « £0.60 « - UNITS 1.50mm ZH Wafer R/A SMT Type
X +0.38 X £3 SHEET SIZE SERIES [ DS1147-08 SERIES
XX +0.25 XX +2°
DRAWING TYPE |CUSTOMER }T?C ﬂj EE % ﬁ I:(E j
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